Mold Date Inserts “DME—

DME now offers the authentic long version Mold Date Insert!

Fetaures & Benefits

e Innerinsert always stays level with the outer ring

° = - ZF
Wide range of diameters available P ‘5..,'553 %J»Jlf;"
e Requires only an H7 pocket to install
* Insert change requires no down time T
e Internal mechanism ensures secure replacement |I|
of inserts
Complete Assemblies
pEscripion | @D | LENGTH |  STANDARD BLIND HOLE DESCRIPTION (ﬂ,?.) LE(:?“T)“ ITEM NUMBERS
(mm) | (mm) | ITEM NUMBER | ITEM NUMBER
4 12 FA042212_ _ FP042212_ _ 22 IA2275__
5 12 FAO53012__ FPO53012__ 3 IAS075__
MONTH OUTER 6 20 FA063212__ FP063212__ 3.2 1AS217__
VEAR & ARROW L 20 FA084T12__ | FPOBATI2__ YQRQERA%':B(W :; 17 :2:;:;——
10 20 FA105712__ FP105712__ : _
I 12 20 FA126712__ FP126712__ 6.7 IABTI7__
16 20 FA168712__ FP168712__ 87 IABTIT__
20 2 FA200712__ FP200712__ 107 IA1007__
4 12 FA0422SF FP0422SF 22 IA2275SF
5 12 FAO530SF FPO530SF 3 IA3075SF
6 20 FA0B32SF FP0B32SF 3.2 IA3217SF
MONTH OUTER 8 20 FAQ847SF FPO847SF INXFE: OUV'ULY 4.7 17 IA4T17SF
ARROW INNER 10 20 FA1057SF FP1057SF 57 IASTI7SF
12 20 FA1267SF FP1267SF 6.7 IAB717SF
16 20 FA1687SF FP1687SF 87 IAB717SF
2 20 FA2007SF FP2007SF 107 IAT007SF
4 12 FA042200 FP042200
5 2 FA053000 FP053000 Material: SAE 420 series/INOX 1.4034
6 20 FA063200 FP063200 Hardness: 51 +/- 3 HRC
BLANK OUTER 8 2 FA084700 FP084700 Maximum working Temp 150°C (302°F)
ARROW INNER 10 20 FA105700 FP105700
12 20 FA126700 FP126700
16 20 FA168700 FP168700
20 20 FA200700 FP200700
4 YEARS OUTER 4 12 FA042204_ _ FP042204_ _
ARROW INNER 5 12 FA053004_ _ FP053004_ _
5 YEARS OUTER [ 20 FA063205_ _ FP063205_ _
ARROW INNER 8 20 FA084705_ _ FP084705_ _
e e |10 2 FATO5706__ | FP105706__
%‘;’m PNUJEFT 12 20 FA126708_ _ FP126708__
10 YEARS OUTER 16 20 FA168710_ _ FP168710_ _
ARROW INNER 20 20 FA200710_ _ FP200710_ _

NOTES:
1. When ordering date-sensitive assemblies, add digits of engraved year

ITEM NUMBER | DESCRIPTION

requested where the lines (_) are shown in item number (e.g., FA04221221). EF322405SET Insert Removal Kit -

2. Availability of year-sensitive items will vary during last quarter of each calendar year. Kit contains 1 handle and 8 tipS
Order next year's Mold Dating Inserts during October to beat the rush.
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Installation & Removal of Installation & Removal of
FA Style Inserts FP Style Inserts

. — |
2 ¥ £ f
' g i
I
Bro‘nz ; : : CLICK! : ‘
\ BE i i i |
L+01 LJ :\D ﬁ @ ﬁ ﬁ E
[o€]
oAH7 -— f 3
Cooling channel’
© 2020 DME LLC. Al Rights Reserved. toll-free U.S. 800-626-6653  toll-free Canada 800-387-6600

www.dme.net dme.net ¢ dme@milacron.com ¢ www.store.milacron.com
CDI-9.20




